GENERAL NOTES

1. Reinforcement bars shall conform to the requiremenis of AASHTO M3IM or. M322M
Grade 400.

2. The contractor is responsible for the design and performance of the lagging using
no less than a 75mm nominal rough sawn thickness and timber with a minimum
allowable bending stress, Fb of 6.89 MFa.

3. All dimensions are in millimeters (mm) except as nofed.
4. All exposed corners shall have @ 25mm chamfer unless noted.

5. All construction joints shall be bonded.

TOTAL BILL OF MATERIAL

DESCRIPTION UNIT | SUBSTRUCTURE | SUPERSTRUCTURE | TOTAL QUANTITIES
Structure Excavation cu M 501 50.1
Concrete Structures cU M 9r.1 gr.1
Protective Coat sa M 400.0 400.0
Stud Shear Connectors EACH 352 352
Untreated Timber Lagging SO M 218.2 219.2
Furnishing Soldier Piles (W Section) METER 383 383
Reinforcement Bars, Epoxy Coated KG 6,340 6340
Drilling and Setting Soldier Piles (In Soil} [ 249.6 249.6
Geocomposite Wall Drain Nl 154 154
Pipe Underdrains for Structures, 100MM METER 109 109
Chaln Link Fence-18m Attached to Structure METER 107 107
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